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BLAZE™ X
LED TAPE LIGHT
Our classic tape light with precision performance. Up to 350+ lumens per foot with 95+ CRI / 90+ R9.

Visit the product page on the website for specification sheets, 
install guides, IES files, and photometric reports.

FEATURES & BENEFITS

• Heavy-duty copper PCB for long lasting
performance

• 12V & 24V platforms

• 90+ values for R9 color render

QUICK SPECS

Voltage 12VDC & 24VDC

Width 8mm

CRI 95+

Warranty 12-Year Limited Warranty

Dimming Dimmable

Environment Indoor / Damp Location (IP20)

Certification UL Listed 2108

Connector 8mm Terminal Block

12VDC 24VDC
100 

LUMEN RANGE
200 

LUMEN RANGE
300 

LUMEN RANGE
100 

LUMEN RANGE
200

LUMEN RANGE
300

LUMEN RANGE

BLX1 BLX2 BLX3 BLX1 BLX2 BLX3
Max. Run: 37 ft.
Cut Points: 2 in.

Wattage: 1.54 W/ft.

Max. Run: 22 ft.
Cut Points: 1 in.

Wattage: 3.1 W/ft.

Max. Run: 20 ft.
Cut Points: 1 in.

Wattage: 4.3 W/ft.

Max. Run: 70 ft.
Cut Points: 4 in.

Wattage: 1.54 W/ft.

Max. Run: 45 ft.
Cut Points: 2 in.

Wattage: 3.1 W/ft.

Max. Run: 40 ft.
Cut Points: 2 in.

Wattage: 4.3 W/ft.

CCT Lumens / ft. Lumens / ft. Lumens / ft. Lumens / ft. Lumens / ft. Lumens / ft.

2000K — — — 92 181 261

2400K 110 225 318 114 224 322

2700K 109 221 305 112 224 318

3000K 122 247 339 126 253 360

3500K 126 241 352 131 254 357

4200K 127 254 349 133 264 365

5000K 128 262 358 135 264 378

6300K 121 262 380 123 276 393

DI — VOLTAGE — MODEL LUMEN SERIES — CCT — LENGTH

DI — 12V (12VDC) — BLX 1 (100 Lumen Range) — 20 (2000K) 35 (3500K) — 016 (16.4 ft.)

24V (24VDC) 2 (200 Lumen Range) 24 (2400K) 42 (4200K) 100 (100 ft.)

3 (300 Lumen Range) 27 (2700K) 50 (5000K) 400 (400 ft.)

30 (3000K) 63 (6300K)

EXAMPLE: 24V BLAZE™ X 300 LUMENS 5000K 16.4 FT. SPOOL = DI-24V-BLX3-50-016

BLAZE™ X 100

BLAZE™ X 200/300


