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VALENT X 4200K Tight-Pitch LED Tape Light
Specification Sheet

VALENT X 4200K Date

Tight-Pitch LED Tape Light Project Notes

Precision-engineered, high density tape light for demanding 
applications. Up to 850֡ lumens per foot with 95֡ CRI / 90֡ R9. 12 
year warranty.

FEATURES

• Dense LED placement for uninterrupted linear light

• 100/200/300/500/800 lumen outputs

• 95֡ CRI

• Field cuttable every 1.32"

• Precision color rendering with 90֡ R9 value

• Channel (extrusion) not required for heat sink

• 12 Year limited warranty

ORDERING CODES OPTIONAL ORDERING CODES
Order spools, and components for field assembly Mounting, drivers, and assembly preference
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     Model   24V՞VLX1 24V՞VLX2 24V՞VLX3 24V՞VLX5 24V՞VLX8 

Voltage   24V 24V 24V 24V 24V

Wattage   1.0 W/ft. 1.9 W/ft. 2.8 W/ft. 4.6 W/ft. 7.2 W/ft.

   Lumens       4200K   112/ft. 228/ft. 342/ft. 550/ft. 850/ft.

Cut Points   1.32 in. 1.32 in. 1.32 in. 1.32 in. 1.32 in.

Max Run   80 ft. 53 ft. 41 ft. 30 ft. 19 ft.

Max Run ՄClass 2Յ   96 ft. 50 ft. 34 ft. 20 ft. 13 ft.

LED Chips   72/ft. 72/ft. 72/ft. 72/ft. 72/ft.

CRI   95֡ CRI 95֡ CRI 95֡ CRI 95֡ CRI 95֡ CRI

Dimensions   0.47 ֣ 0.1 in ՄW x HՅ 0.47 ֣ 0.1 in ՄW x HՅ 0.47 ֣ 0.1 in ՄW x HՅ 0.47 ֣ 0.1 in ՄW x HՅ 0.47 ֣ 0.1 in ՄW x HՅ

Environment   Indoor / Damp Location ՄIP20Յ Indoor / Damp Location ՄIP20Յ Indoor / Damp Location ՄIP20Յ Indoor / Damp Location ՄIP20Յ Indoor / Damp Location ՄIP20Յ

Ambient Temperature   ՞4 ֧ 122°F Մ՞20 ֧ 50°CՅ ՞4 ֧ 122°F Մ՞20 ֧ 50°CՅ ՞4 ֧ 122°F Մ՞20 ֧ 50°CՅ ՞4 ֧ 122°F Մ՞20 ֧ 50°CՅ ՞4 ֧ 122°F Մ՞20 ֧ 50°CՅ

Operating Temperature    ՞4 ֧ 176°F Մ՞20 ֧ 80°CՅ  ՞4 ֧ 176°F Մ՞20 ֧ 80°CՅ  ՞4 ֧ 176°F Մ՞20 ֧ 80°CՅ  ՞4 ֧ 176°F Մ՞20 ֧ 80°CՅ  ՞4 ֧ 176°F Մ՞20 ֧ 80°CՅ

Certification   UL Listed 2108 UL Listed 2108 UL Listed 2108 UL Listed 2108 UL Listed 2108

Warranty   12 Year 12 Year 12 Year 12 Year 12 Year
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