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WIRE MANAGEMENT SPECIFICATION SHEET

Specified Item #

Project

Location

SPECIFICATIONS

Wire Fastener
DI-WM-WF (10 pack)

Wire Clip
DI-WM-WC (10 pack)

J-Clip
DI-WM-IC (10 pack)

Tape Fastener
DI-WM-TF (10 pack)

Material Polyamide 66 (PA66) Polyamide 66 (PA66) Polyamide 66 (PA66) Polyamide 66 (PA66)
Color White White White White
Mounting (2) #5 x % in. Zinc Screws | 3M™ Double Adhesive Tape (1) #5 x % in. Zinc Screw (2) #2 x % in. Zinc Screws
Dimensions 0.94x0.3x0.2in. 0.57x0.37x0.22 in. 0.87x0.39x0.35in. 0.87x0.2x0.1in.
(Lx W xH) (Lx W xH) (Lx W x H) (Lx W xH)
Environment Indoor Indoor Indoor Indoor

Recommended Usage

16/2, 18/2, 20/2, 20/3,

20/2, 20/3, 20/4,

CL-2, RI45, XLR,

Maximum: 0.4 in./10mm

20/4, 20/5 AWG wire 20/5 AWG wire AC Power Cord width LED tape lights
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MECHANICAL DIAGRAMS

WIRE FASTENER / DI-WM-WF

0.94 in.

Bl

0.65 in.

\

©

) ©

A
0.3in.

Y

0.08 in.

info@DiodeLED.com

A

Y —v—/'/_\'\ T

— I/\I | Y 014in.
1 1 1 1 \

0.2in.

— @ 0.17 in. (X2)

55100814-1.0

www.DiodeLED.com




. o 1.877.817.6028
dIOde '.Ed www.DiodeLED.com

WIRE MANAGEMENT SPECIFICATION SHEET

MECHANICAL DIAGRAMS CONT'D
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