DAZZLE® RGB
LED TAPE LIGHT

RGB color-changing light for color effects. Option suitable for wet locations available (IP65). FEATURES & BENEFITS

« 16 million color options
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DAZZLE® RGB
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RGB Wet Location Width 10mm (Indoor),

12mm (Outdoor)
Warranty 5-Year Limited Warranty
Dimming Dimmable

Environment Indoor / Damp Location (IP20),
Outdoor / Wet Location (IP65)

Certification UL Listed 2108
Connector CLICKTIGHT® RGB

Visit the product page on the website for specification sheets,
install guides, IES files, and photometric reports.

DI — VOLTAGE — MODEL — LENGTH

DI — 24V (24vDC) — DRGB — CSTM (Custom)
0016  (16.4 ft., Indoor / Damp Location)
0100 (100 ft., Indoor / Damp Location)
WO016 (16.4 ft. Outdoor / Wet Location)

EXAMPLE: 24V DAZZLE® RGB WET LOCATION 16.4 FT. SPOOL = DI-24V-DRGB-W016

24VDC
INDOOR (1P20) WET LOCATION (IP65)
DRGB DRGB-W
Max. Run: 16.4 ft. Cut Points: 4 in. Wattage: 4.32 W/ft. Max. Run: 16.4 ft. Cut Points: 4 in. Wattage: 4.32 W/ft.
CCT Lumens / ft. Lumens / ft.
. RGB 160 160
LED DRIVERS CONTROL SYSTEMS

Constant Voltage See page 87
Available Products Begin on page 76
Plug-in Adapter See page 88

Visit DiodeLED.com for All Available Products & Specification Sheets



