GRAZE X™
LINEAR GRAZER FIXTURE

GRAZE X™ brings textures and surfaces to life with patented X-TIR™ Linear Optics Technology. These FEATURES & BENEFITS
compact, high performance fixtures are infinitely versatile and fully customizable, always with high-
performance color rendering and a small form factor that is easy to conceal. Graze textured walls or . Crisp optical performance with 10, 30, and 60
ceilings, highlight architectural details, or make retail products shine with near-zero glare and precise degree beam angles

beam control.

« X-TIR™Linear Optics Technology for low glare

« Built to length in 1" increments, daisy-chain
capable for long runs

‘ : « Rotating aiming bracket or flat mounting clip
e CRI, hue and gamut matched to VALENT® X
F tape light
QUICK SPECS
Voltage 24VDC
CRI 95+
Warranty 12-Year Limited Warranty
60°
Dimming Dimmable
Environment Indoor / Damp Location (IP20)

Certification UL Listed 2108

24 95+
VvDC CRI

Visit the product page on the website for specification sheets,
install guides, IES files, and photometric reports.
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FIXTURES &DISPLAY LIGHTING // GRAZE X™ Linear Grazer Fixture

SPECIFICATIONS & SKU BUILDER

DI — VOLTAGE — MODEL — SERIES -—
DI — 24V (24VDC) —  GRZX10 — 300 —
GRZX30 500
GRZX60 800

Contact Customer Support for purchasing details: 877.817.6028

*RGBW is only offered in the GRZX 300 series.

CCT — FINISH
24 (2400K) — AL (Aluminum)
27 (2700K) WH (White)
30 (3000K) BL (Black)
35 (3500K)
40 (4000K)
50 (5000K)
63 (6300K)
RGBW*
4000K 5000K 6300K nRGBW

Peak Center Beam Candle Power: 3965 cd

60° Beam

Foot-Candles

Available CCTs 2400K 2700K 3000K 3500K
24VDC
GRAZE X™ 300 LIGHT SPECIFICATIONS
Max. Run: 41 ft. Wattage: 2.8 W/ft.
10° Beam 30° Beam
Foot-Candles Foot-Candles Foot-Candles
1/5/10/15 979/40/10/ 4 552/22/6/2

264/11/3/1

GRAZE X™ 500 LIGHT SPECIFICATIONS

Max. Run: 30 ft. Wattage: 4.6 W/ft.
10° Beam 30° Beam
Foot-Candles Foot-Candles Foot-Candles
1/5/10/15 1625/65/16/7 972/39/10/ 4

Peak Center Beam Candle Power: 6037 cd

60° Beam
Foot-Candles
468 /19/5/2

GRAZE X™ 800 LIGHT SPECIFICATIONS

Max. Run: 19 ft. Wattage: 7.2 W/ft.
10° Beam 30° Beam
Foot-Candles Foot-Candles Foot-Candles
1/5/10/15 2342/94/23/10 1358/54/14/6

Peak Center Beam Candle Power: 7917 cd

60° Beam
Foot-Candles
705/28/7/3

GRAZE X™ RGBW LIGHT SPECIFICATIONS

Max. Run: 16 ft. Wattage: 6.1 W/ft.
10° Beam 30° Beam
Foot-Candles Foot-Candles Foot-Candles
1/5/10/15 1249 /50/13/6 428 /17142

Peak Center Beam Candle Power: 1249 cd

60° Beam
Foot-Candles

239/10/2/1

Visit DiodeLED.com for a list of recommended accessories for GRAZE X™.

Visit DiodeLED.com for All Available Products & Specification Sheets



