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NEON BLAZE™
DIFFUSED LED LIGHTING
Diffused, neon-like LED lighting with top-bending and side-bending options. Available in static white 
and colors, and suitable for wet locations (IP65).

Visit the product page on the website for specification sheets, 
install guides, IES files, and photometric reports.

FEATURES & BENEFITS

•	 Fully diffused, dotless light

•	 Top-bending and side-bending options with
multiple output levels

•	 Ideal for coves and other architectural
details

QUICK SPECS

Voltage 24VDC

Width 16.5mm (Top-bending)
9.4mm (Side-bending)

CRI 80+

Warranty 5-Year Warranty

Dimming Dimmable

Environment Outdoor / Wet Location (IP65)

Certification UL Listed 2108

TOP BEND SIDE BEND 



Visit DiodeLED.com for All Available Products & Specification Sheets

SPECIFICATIONS & SKU BUILDER
FLEXIBLE DIFFUSED LED LIGHTS  //  NEON BLAZE™ Diffused LED Lighting

24VDC

SIDE BENDING TOP BENDING
NBL1 NBL2 NBL4 NBL1 NBL2 NBL4

Max. Run: 65.6 ft.
Cut Points: 2 in.

Wattage: 1.22 W/ft.

Max. Run: 32.8 ft.
Cut Points: 2 in.

Wattage: 2.44 W/ft.

Max. Run: 16.4 ft.
Cut Points: 2 in.

Wattage: 4.4 W/ft.

Max. Run: 65.6 ft.
Cut Points: 2 in.

Wattage: 1.22 W/ft.

Max. Run: 32.8 ft.
Cut Points: 2 in.

Wattage: 2.44 W/ft.

Max. Run: 16.4 ft.
Cut Points: 2 in.

Wattage: 4.4 W/ft.

CCT Lumens / ft. Lumens / ft. Lumens / ft. Lumens / ft. Lumens / ft. Lumens / ft.
2700K 62 134 208 86 173 248

3000K 65 146 198 102 219 317

3500K 60 120 195 89 155 228

4200K — 120 — — — —

6300K 59 116 173 88 145 225

Amber 6 12 18 18 30 37

Blue 31 61 84 70 157 184

Green 30 — 78 88 148 151

Pink 17 37 53 39 93 110

Red 11 21 34 31 61 64

RGB* 20 (max.) — 42 (max.) — — —

DI — VOLTAGE — FORM — MODEL — CCT — LENGTH

DI — 24V (24VDC) — SE (Side Bending) — NBL1 (1.2 W/ft.) — 27 (2700K) — 65 (65.6 ft. - 1.2W)

TE (Top Bending) NBL2 (2.4 W/ft.) 30 (3000K) 32 (32.8 ft. - 2.4W)

NBL4 (4.4 W/ft.) 35 (3500K) 16 (16.4 ft. - 4.4W)

42 (4200K)

63 (6300K)

BL (Blue)

GL (Amber)

GN (Green)

PK (Pink)

RD (Red)

EXAMPLE: 24V NEON BLAZE™ 4.4W SIDE EMITTING RED 16.4 FT. SPOOL = DI-24V-SE-NBL4-RD-16

*NEON RGB is only available in factory-assembled lengths and is not field cuttable.

Visit DiodeLED.com for a list of recommended accessories for NEON BLAZE™.


