ALPHATECH®X

DIFFUSED LED LINEAR LIGHTING
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TAKE LIGHT
WHERE YOU
IMAGINE IT

AlphaTECH" X is professional grade, fully diffused linear
LED lighting for outdoors and indoors. Made in America*,
AlphaTECH® X delivers reliably beautiful light in harsh
environments including direct sunlight, wet locations,
and even submerged in fountains, swimming pools, and
saunas. Top and side-bending versions feature seamless
end-to-end linkability and multiple mounting options.
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*With foreign components
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ALPHATECH"®X
LINEAR LED LIGHTING

FEATURES & BENEFITS

« Seamless end-to-end mounting for limitless linear runs

« Top-bending and side-bending options with multiple output levels
« Objectively superior CRI, Gamut, and Fidelity

« Stabilized for UV for outdoor use

« Factory built to custom lengths, up to 20 ft.

QUICK SPECS
Voltage 24VDC Dimming Dimmable
CRI 95+ Environment Outdoor / Submersible (IP69)
Warranty 5-Year Limited Certification UL Listed 2108, UL676, NSF
DI — VOLTAGE — BENDSTYLE — MODEL — LM/FT — CCT
DI — 24V (24vDC) — SE (Side Bend) — ATX — 100 (Top Bend, RGBW Only) — 24 (2400K)
TE (Top Bend) 130 (Top Bend Only) 27 (2700K)
250 (Side Bend Only) 30 (3000K)
400 (Top Bend Only) 35 (3500K)
Contact Customer Support for purchasing details: 877.817.6028 40 (4000K)

Visit DiodeLED.com for All Available Products & Spec Sheets



ACCESSORIES

HIDDEN
WIRE
MANAGEMENT

Integrated Mounting & Wire Management System

ALPHATECH X
UNDERWIRE CHANNEL

Orientation Options

TOP BEND & SIDE BEND
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